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This Indian Standard ( Third Revision) was adopted by Bureau of Indian Standards on 11 July 1989, after the draft finalized by Sewing Machine Sectional Committee, had been approved by Light Mechanical Engineering Division Council. This Standard was first published in 1959. It was subsequently revised in 1967 and 1974.

%'& third revision incorporates number of changes which were felt necessary as a result of frn-ther experience gained in the manufacture and use of presser feet and other development in the *M. The main modifications are:

a) Needle hole replaced by needle slot b) Stipulation c) Dimensional deleted. of specific material value of distance between contact face for thumb screw collar and presser bar

d) Reduced permissible variation between centre line of needle slot and contact face for presser bar. ln preparation of this standard, assistance has been derived from JIS B 9021-1960 `Presser foot of ming machine for home use' issued by Japanese Industrial Standard Committee.

IS 1296:1989

Indian Standard
HOUSEHOLD SEWING MACHINE - PRESSER FOOT - SPECIFICATION ( Third Revision )'
1 SCOPE 1.1This standard covers the requirements for presser foot for sewing machines for household purposes.
2 REFERENCES IS 1068 : 1985 Electroplated coatings of nickel plus chromium and copper plus nickel plus chromium on iron and steel ( second revision ) Method for vickers hardness for metallic materials : Part 1 HV 5 to HV 100 ( second revision ) Schedules for wrought steels for general engineering purposes : Part 2 Car( unalloyed steels bon steels) ( first revision ) Sampling inspection tables : Part 1 inspection by attributes and by count of defects ( first revision ) 4 MATERIAL

4.1Presser foot shall be manufactured

fro.m any suitable case hardening steel such as 14C6 of IS 1570 ( Part 2 ) : 1979.

5 HARDNESS

5.1The presser foot bottom shall be case hardened to a depth of 0'20 mm and tempered to attain a minimum hardness of 350 HV 10 [ see IS 1501 ( Part 1 ) : 1984 1. 6 DIMENSIONS 6.1 Dimensions of presser foot shall be as shown in Fig. 2.

IS 1501 (Part

I ) :

1984

IS 1570 ( Part 2 ) : 1979

IS 2500 ( Part 1 ) : 1973

3 NOMENCLATURE 3.1 Nomenclature shown in Fig. 1.
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7 TOLERANCES 7.1 The side play between the presser foot top and bottom shall be such that presser foot bottom toe shall not deviate more than 0'4 mm in a horizontal plane.
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8 WORKMANSHIP 8.1 The presser foot shall be finished to a smooth surface all over. 1

FIG. 1 NOMENCLATUREFOR PRESSER FOOT

IS : 1296 - 1989 8.2 The hinge action between presser foot top and presser foot bottom shall be smooth. 8.3 Sole side of the presser foot shall be smooth. 8.4 The contact face of the presser foot shall be smooth. 8.5 The presser foot shall be supplied in good quality chrome plated finish conforming to grade Fe/NQObCr of IS 1068 : 1968. 8.5.1 The plating shall be free from rust, blister, pits, cloudy patches, cracks, stains and other defects. 9 SAMPLING 9.1 Unless otherwise agreed between the supplier and the buyer the sampling Plan as given in For further inforAnnex A shall be followed. mations reference may be made to 1s 2500 ( Part 1) : 1973.
10 TEST 10.1 Presser

foot bottom shall not allow a tissue paper of 0'05 mm thickness to reach up to the needle point if it be inserted from any direction when the presser foot bottom is made to lie on the top surface of a reasonably flat needle plate.
11 MARKING 11.1 Presser foot may be marked manufacturer's name or trade mark. 12 PACKING

with

the

12.1Presser foot coated with antirust oil shall be securely,packed in strong cardboard cartons in accordance with the best prevalent trade practice. Each carton shall bear the manufacturer's name or trade-mark, type and the description of contents.

ANNEX A ( Clause 9 )
SCALE OF SAMPLING A-l A-l.1 SCAIiE OF SAMPLING Lot AND CRITERIA FOR CONFORMITY

In any consignment, all the presser foot of the same type and manufactured from the same material under essentially similar conditions of together to A-l.4 If the presser foot are packed in different manufacture shall be grouped constitute a lot. cartons, a suitable number of cartons ( not less A-l.2 For ascertaining the conformity of the lot than 20 percent of the lot total in the lot to the requirements of the specification, tests subject to a minimum of 2 ) shall be chosen at shall be carried out for each lot separately. The random. From each of the cartons so chosen, an approximately equal number of presser foot number of presser foot to be selected at random for this purpose shall be in accordance with co1 shall be picked up from its different parts so as to obtain the required number of presser foot 1 and 2 of Table 1. specified in co1 2 of Table 1. Table 1 Scale of Sampling and Permissible A-2 NUMBER OF TESTS AND CRITERIA Number of Defectives FOR CONFORMITY ( Clauses A-l .2, A-1.4, A-2.1 and A-2.2 ) A-2.1 The presser foot selected according to Number of Presser For Dimensions and Tole- Sample A-1.2 and A-l.3 or A-l.4 shall be examined for Feet in the Lot rances Workmanship and Size fer dimensions ( see 6 ), tolerances ( see `7 ) and Finish Hardness workmanship and finish ( see 8 ). If the number and Test of presser foot failing to meet one or more of Permissible `Sample Size No. of the requirements mentioned above is less than Defectives* or equal to the permissible number of defectives n N given in co1 3 of Table 1, the lot shall be decla(1) `0' ) (Lp) red as conforming to the requirements of these Upto 15 0 16 to 40 8 3 characteristics.

Starting from any presser foot in the lot, count them in one order as 1, 2, 3 . . . up to r and so on, where r is the integral part of N/n ( N being the lot size and n the sample size ). Each presser foot thus counted shall be selected to constitute the sample.
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*This ensures that lots containing only one and a half percent or less defectives will be accepted most of the time.
A-l.3

A-2.2 In the case of those lots which have been found satjsfactory according to A-2.1, a number of presser foot equal to the sample size indicated in col, 4 of Ta.ble I, shall be subjected to hardness ( see 5 ) and test ( see 10 >. Any presser feet failing to meet the requirement for hardness or test shall be considered to be defective. A-2.2.1 If no defectives are found among the presser feet subjected to the various tests ( see A-2.2 ), the lot shall be declared as conforming to the requirements of the specificatioq, otherwise not. 2

If the presser foot are packed individually in order to ensure the randomness of selection, random number tables shall be used. In case such tables are not available the following procedure may be adopted:

Standard Mark The use of the Standard $-lark is governed by the provisions of the Bureau of Indian Standards Act, 2986 and the-Raies and R@ations made thereunder. The Standard Mark on products covered by ari Indian Standard conveys the assurance that they have been produced to comply with the requirements of that standard under a well defined system of inspection, testing and quality control which is devised and supervised by BIS and o&ated by the producer. Standard marked products are also continuously checked by BIS for conformity to that standard as a further safeguard. Details ofconditions under which a licence for the use of the Standard .Mark maybe `granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.

Boreal of Indian Standmds BIS is a statutory institution established under the Bureau of Indian Standards Rcr, 1986 to promote harmonious development of the activities of standardization, marking and quality certification of goods and attending to connected matters in the country. Copyright BIS has the+opyright of all its publications. No part of these publications may be reproduced in any form without the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS. Revision of Indian Standards Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, are issued from time to time. Users of Indian Standards should ascertain that they are in possession of the latest amendments or edition. Comments on this Indian Standard may be sent to BIS giving the following reference : Dot : No. LMD 18 ( 5076 ) Amendments Amend No. Issued Since Pnblication Date of Issue Text Affected
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